
CHARACTERISTIC

TRANSVERSAL PROFILE 0+000,00 - 0+7,30m

M 1_50

PLANNED

PRESENT STATE
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EXISTING BICYCLE PATH BICYCLE PATH
TRANSITION RAMP

TWO-WAY
COUNTY ROAD

BICYCLE PATH
TRANSITION RAMP

15700 240 8

 - NEW SLOTTED CURBSTONE

FITTING INTO EXISTING STONE

BED

ROAD

CURBSTONE 15/25

8/20

  - HEIGHT ACCORDING TO

EXISTING VEHICLE ENTRANCES

 - INTERVENTION DOES NOT

AFFECT ROAD DRAINAGE

- bed, Ms=10MN/m2
- stone 0-64mm - 30cm, Ms=60MN/m2
- bit.gravel BNS16B - 5cm

- aphalt concrete AB8 - 3cm,
  concrete prefabricates at the crossing

- bed, Ms=10MN/m2
- stone 0-64mm - 30cm, Ms=60MN/m2
- bit.gravel BNS16B - 5cm

- asphalt concrete AB8 - 3cm,
  concrete prefabicates at the crossing

 - NEW SLOTTED CURBSTONE

FITTING INTO EXISTING STONE

BED

PRESENT STATEPRESENT STATE


