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(to be realized in the street
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REVISION SHAFTS - RS
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- reinforcement layout

Q-335

Q-335(anchors)

REMARK:
– EACH RS TO BE REALIZED ACCORDING TO HEIGHTS
         DEFINED IN PROJECT
– AT PIPE ENTRY TO RS INSTALL STANDARD FITTING
         FOR PP PIPES WITH GASKET
– REINFORCEMENT PROTECTIVE LAYER 3.0 CM
– INSTALL CORNER CONSTRUCTIVE REINFORCEMENT
– DILATE BOTTOM AB PLATE FROM AB WALLS
         USING VDP TAPE
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URBAN STREET GREEN AREA

PEDESTRIAN
PATH

EXISTING SEWAGE
DN300

REMARK:
AT EACH NEW RS, RECONSTRUCTION
OF EXISTING RS IS TO BE DONE,

 INCLUDING CONNECTION TO NEW SEWAGE

DN250, 1%

RO

dim. (cm)

O-5 100/100

6-12 100/120

REVISION SHAFT
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AT EACH NEW RS STREET SEEPAGE IS EXECUTED
AND NEW RS AT THE OPPOSITE SIDE FOR CONNECTIONS

AND STREET DRAINAGE (ACCORDING TO SITUATION)

ID400
ID500

R0 13 120/120

ROO 0-12

RO

dim. (cm)

O-12 100/100


