
CHARACTERISTIC

TRANSVERSAL PROFILE 0+12,00m

M 1_50

PLANNED

PRESENT STATE

15 300

TWO-WAY
COUNTY ROAD GREEN AREA

15

TWO-WAY
COUNTY ROAD GREEN AREA

8/20

240 8

- bed, Ms=10MN/m2
- stone 0-64mm - 30cm, Ms=60MN/m2
- bit.gravel BNS16B - 5cm

- asphalt concrete AB8 - 3cm,
concrete prefabricates at the crossing

2,0%

- ROAD CURBSTONES
REMAIN AS ARE

CHARACTERISTIC

TRANSVERSAL PROFILE 0+24,00m

M 1_50

PLANNED

PRESENT STATE

TWO-WAY
COUNTY ROAD STONE EMBANKEMENT

UNREGULATED
ROAD EDGE

TWO-WAY
COUNTY ROAD STONE EMBANKMENT

 - NEW SLOTTED CURBSTONE

FITTING INTO EXISTING STONE

BED

8/20

2,0%

15/25

 - INTERVENTION DOES NOT

AFFECT ROAD DRAINAGE

- bed, Ms=10MN/m2
- stone 0-64mm - 30cm, Ms=60MN/m2
- bit.gravel BNS16B - 5cm

- asphalt concrete AB8 - 3cm,
concrete prefabricates at the crossing

- bed, Ms=25MN/m2
- stone 0-64mm - 70cm, Ms=100MN/m2
- bit.gravel BNS22A - 7cm
- asphalt concrete AB11E - 4cm

RECOVERY ALONG

CURBSTONES

126,00

126,15

126,00

126,20


